AMENDMENT NO. 1 JUNE 2021 
TO 


IS 12231 : 1987 SPECIFICATION FOR UNPLASTICIZED 
PVC PIPES FOR USE IN SUCTION AND DELIVERY 
LINES OF AGRICULTURAL PUMP SETS 


(Page 2, clause 5.2) — Substitute ‘IS 4985 : 2021*? for ‘IS : 4985 - 1988*’. 


(Page 2, clause 5.3) — Substitute ‘IS 12235 (Part 1) : 20047’ for ‘IS : 12235 
(Part 1) - 1986+ and IS : 12235 (Part 2) - 1986%’. 


(Page 2, footnotes) — Substitute the following for the existing: 


“* Unplasticized PVC pipes for water supplies — Specification (fourth revision). 
+ Thermoplastics pipes and fittings — Methods of test (first revision): Part 1 Measurement of 
dimensions.’ 


(Page 3, clause 6.2) — Substitute ‘IS 12235 (Part 3) : 2004*’ for ‘IS : 12235 
(Part 3) — 1986*’. 


(Page 3, clause 6.3) — Substitute the following for the existing: 


‘6.3 Effect on Water — The pipes shall not have any detrimental effect on the 
composition of water flowing through them. When tested by the method described 
in IS 12235 (Part 4) : 2004+ and IS 12235 (Part 10) : 2004t, the quantities of 
lead, dialkyl tin C4 and higher homologues (measured as tin), and any other 
toxic substances extracted from the internal walls of the pipes shall not exceed 
the concentrations as specified in 10.3 of IS 4985 : 2021$ and meet the other 
requirements given in 10.3.1 of IS 4985 : 20218. 


NOTE — Implementation of the phase out programme for use of lead stabilizers in PVC pipe 
and fitting manufacturing of the Government of India shall be borne in mind.’ 


Price Group 1 


Amendment No. 1 to IS 12231 : 1987 


(Page 3, clause 6.4) — Substitute ‘IS 12235 (Part 5/Sec 1) : 2004§ and 
IS 12235 (Part 5/Sec 2) : 20049’ for ‘IS : 12235 (Part 5) - 19868’. 


(Page 3, clause 6.5) — Substitute ‘IS 12235 (Part 7) : 2004l’ for ‘IS : 12235 
(Part 7) — 1986l’. 


(Page 3, footnotes in the first column) — Substitute the following for the 
existing: 


“* Thermoplastics pipes and fittings — Methods of test (first revision): Part 3 Test for opacity. 

+ Thermoplastics pipes and fittings — Methods of test (first revision): Part 4 Determining the 
detrimental effect on the composition of water. 

{ Thermoplastics pipes and fittings — Methods of test (first revision): Part 10 Determination of 
organotin as tin aqueous solution. 

$ Unplasticized PVC pipes for water supplies — Specification (fourth revision). 

§ Thermoplastics pipes and fittings — Methods of test (first revision): Part 5 Longitudinal reversion, 
Section | Determination methods. 

4] Thermoplastics pipes and fittings — Methods of test (first revision): Part 5 Longitudinal reversion, 
Section 2 Determination parameters. 

| Thermoplastics pipes and fittings — Methods of test (first revision): Part 7 Resistance to sulphuric 
acid.” 


(Page 3, clause 7.1) — Substitute ‘IS 12235 (Part 8/Sec 1) : 2004*? for ‘IS: 
12235 (Part 8) — 1986*’. 


(Page 3, clause 7.2) — Substitute ‘IS 12235 (Part 9) : 20047’ for ‘IS : 12235 
(Part 9) — 19867’ and ‘IS 4985 : 20214’ for ‘IS : 4985 - 1988t’. 


(Page 3, footnotes in the second column) — Substitute the following for the 
existing: 


‘* Thermoplastics pipes and fittings — Methods of test (first revision): Part 8 Resistance to internal 


hydraulic pressure, Section | Resistance to internal hydrostatic pressure at constant internal water 
pressure. 

+ Thermoplastics pipes and fittings — Methods of test (first revision): Part 9 Resistance to external 
blows (impact resistance) at 0 °C (round-the-clock method). 

t Unplasticized PVC pipes for water supplies — Specification (fourth revision)’. 


(Page 4, clause 10.1) — Substitute ‘IS 4985 :2021*’ for ‘IS : 4985 — 1988*’. 


Amendment No. 1 to IS 12231 : 1987 
(Page 4, footnote) — Substitute the following for the existing: 
“* Unplasticized PVC pipes for water supplies — Specification (fourth revision)’. 


(Page 4, clause 11.1) — Insert the following clause and renumber the 
subsequent clause: 


‘11.1.1 The batch number shall include the details of production in the following 
manner: 


Year Month Day Machine No. Shift ' 


XXXX XX XX XXX Xx 


(Page 4, clause 11.2) — Substitute the following for the existing: 


‘11.2 BIS Certification Marking 


The pipes conforming to the requirements of this standard may be certified as 
per the conformity assessment schemes under the provisions of the Bureau of 
Indian Standards Act, 2016 and the Rules and Regulations framed thereunder, 
and the pipes may be marked with the Standard Mark.’ 


(CED 50) 
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